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Dalis colour presets 
 
MA2 consoles  
 
 
English: 
 

• Copy the colour presets files on a USB stick previously setup for MA2, and paste them in the 
«importexport » folder 

• Select the USB stick by using the command line : 
o Enter« Selectdrive » to get the list of drives 
o Enter « Selectdrive X » with X equivalent to the USB stick 

• Import the presets by using the command line : 
o For 860 et 861 models (8 colours) : 

« import "Dalis_8colors_v2" preset 4.x » - with x = first preset 
o For 863, 864 et 864S models (4 colours) : 

« import "Dalis_4colors" preset 4.x » - with x = first preset 
 
Français: 
 

• Sur une clé USB précédemment configurée pour MA2, copier les fichiers de presets couleur 
dans le répertoire «importexport » 

• Dans la ligne de commande de la console, sélectionner la clé USB : 
o Entrer « Selectdrive » pour lister les différentes sources 
o Entrer « Selectdrive X » avec X la valeur de la clé USB obtenue précédemment. 

• Entrer la ligne de commande suivant afin d’importer les presets couleurs :  
o Pour les modèles 860 et 861 (8 couleurs) : 

« import "Dalis_8colors_v2" preset 4.x » - x étant la valeur du preset cible initial. 
o Pour les modèles 863, 864 et 864S (4 couleurs) : 
« import "Dalis_4colors" preset 4.x » - x étant la valeur du preset cible initial. 
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