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		  4.6.2  Control

Lock
Unlock
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EN	 4.7  Iris

		  4.7.1  Range

		  4.7.2  Control

DMX512-A

HTP mode (Highest Takes Precedence): 
Iris position is the highest value

T selection in SETUP / IRIS / CONTROL / PATCH

T selection in DATA MODE / PROTOCOL

Or

Or

Included Included Optional accessories

(*) By default

Or

With remote controlsLocal control - FrontLocal control - Back*

P1FE-R1 P1FE-L1

And

T See 5.3 Home Values
	 Default Home Values:
	 -Iris @0

Remotely with DMX / Art-Net / sACN / DUAL
protocols - Mode 4

Locally via Standalone mode or
DMX / Art-Net / sACN / DUAL protocols 
- Mode 1, 2 & 3

0%
Open iris

100%
Closed iris

T See  5.6 Local potentiometer
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EN		  4.7.3  Parameters					   
					   
			   4.7.3.1  Iris mode

			   4.7.3.2  Iris max

					     T selection in SETUP / IRIS / IRIS MAX

		  Iris maximum opening value: 100% T10%

			   4.7.3.3  Disable local

					     T selection through SETUP / IRIS / RESET / DISABLE IRIS 

DMX512-A

Remotely with DMX / Art-Net / sACN / DUAL
protocols - Mode 4

4 modes: Slow / Medium / Fast / Raw

Locally via Standalone mode or
DMX / Art-Net / sACN / DUAL protocols 
- Mode 1, 2 & 3

T See 5.3 Home Values

Or

Control:

0%
Open iris

100%
Closed iris

P1FE-R1 P1FE-L1 P1FE-R1 P1FE-L1

IRIS LOCAL ON IRIS LOCAL OFF

"Control Mode" channel
Or
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		  4.8.2  Control

	 4.8  Gobo

		  4.8.1  Range Type Standard gobo - A size

Dimensions

Installation See section: 3.4.4

Ø72 mm
Maximum 
image size

Ø100 mm

• Metal
• Glass

			   4.7.3.4  Reset

				    T selection through DMX / Art-Net / sACN / DUAL protocols - Mode 2, 3 & 4 

"Control Mode" channel

Or

selection in SETUP / IRIS / RESET / RESET IRIS
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TRISTAN MORGANE

Type Coloured gel filter

Dimension

Installation
See section: 3.4.2 & section 3.4.3

Place dark colours towards the front end.

	 4.9  Colour
	
		  4.9.1  Range

Ø210 mm

		  4.9.2  Control

Unlock = release colours Colour engaged Push / Pull
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		  4.10.1  Range

Type Frost or Correction filter

Dimension

Installation See section: 3.4.6

Ø97 mm

		  4.10.2  Control

Frost filter

Spare filter
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Display Mode Description

Home Main display

DMX display (when in DMX mode)
Or R-DISPE1 connected

Diagnostics

Network information

Function

Exit the current menu option and/or go back

Enter the current menu option and/or valid

Scroll through menus and/or Increase data value

Scroll through menus and/or Decrease data value

Scroll through menus and/or Increase data value

Scroll through menus and/or Decrease data value

		  5.1.2  Home screen

x1 push

x1 push

x1 push

Diagnostic
Nothing to report

NO DMX
DIMMER: 00 

DUAL : NO                            Home Value

Link status : NOK    DHCP : OFF
IP	 192.168.000.013
MASK	 255.255.255.000
GW	 192.168.000.001

5  Controls and parameters

	 5.1  Local display and controls

		  5.1.1  Display

DIM

IRIS

000%

000%
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DATA
MODE SETUPSTATUS

PROTOCOL
• DMX

• ARTNET

• SACN

• DUAL

• STANDALONE

SYSTEM ID
• SERIAL NUMBER

• SOFTWARE VERSION

• MAC ADDRESS

• RDM UID

• RDM DEVICE LABEL

LIGHT SOURCE
• LED COUNTER

• POWER REDUCTION

• TEMPERATURE

• CHANNELS CURRENT

• CHANNELS VOLTAGE

FANS
• VALUES

DEVICE COUNTER
• VALUES

SELFTEST

POWER SUPPLY
• VALUES

TEMPERATURES
• VALUES

PERSONALITY
• MODE X

DMX ADDRESS
• VALUE

IP CONFIG
• DHCP

• ADDRESS

• MASK

• GATEWAY (GW)

FACTORY
DEFAULT

Reset to factory settings.

		  5.1.3  Menus

HOME VALUES
• DIMMER

• RESPONSE TIME

• CCT*

• IRIS

• IRIS MODE

• DIMMER MASTER

DISPLAY
• BRIGHTNESS

• AUTO OFF

DATA SETUP
• DMX HOLD

• RDM

• FIXTURE ID

• TERMINATOR

• NODE

DIMMER
• CONTROL

• CURVE

• RESPONSE TIME

• MAX

• DIMMING MODE

IRIS
• CONTROL

• IRIS MAX

• IRIS MODE

• RESET

COOLING
• MODE

EXPERT

(*) Only available for VW versions.
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Display Function Description

Brightness

   
    Adjust the intensity of the screen

             To change value, press buttons:

Auto-OFF

            
    To keep the main display (home screen) 
    always ON, select : 
                                 Always ON
                                 AUTO OFF
                                 AUTO OFF
                                          ONLY WARNINGS

    Main display turns OFF after 20 seconds

				    T Selection in menu: SETUP / DISPLAY

press OK 
to validate

press OK 
to validate

		  5.1.4  Parameters

SETUP DISPLAY AUTO OFF

SETUP DISPLAY BRIGHTNESS

Bightness Auto-Off

Brightness: 40%

Always on

Timer without warning



EN - 34 -Tristan 1189 & Morgane 1489 Manual DN41241900-A

EN

RDM
compatible

device

Set mode through RDM 
protocol

1 - Set DMX address
2 - Set personality mode (see 5.2.4. DMX chart)

Local controlSet mode through web interface
(see 5.4.4 Web interface)

Press OK 
to validate

	 5.2  DMX512 - A remote control

		  5.2.1  Protocol 

			    E1.11 – 2008, USITT DMX512-A

		  5.2.2  Configuration

PERSONALITY

DMX ADDRESS

PERSONALITY

DMX ADDI

IP CO

DMX ADDI

DATA MODE

DATA MODE

DATA MODE ADDRESS

Protocol

DMX Address

Personality

Start address: 001

PROTOCOL

PERSONALITY

PROTOCOL

Press OK 
to validate

Press OK 
to validate

Press OK 
to validate

Press OK 
to validate

Press  OK 
to validate

DATA MODE

Data Mode
STATUS SETUP FAC

DATA MODE

M1:

M2:

8B

16B

PERSONALITY

DIMMER

PROFILE

Caution:  
Activate DMX in protocol mode beforehand.

DMX address of the unit from 1 to 512

Selection of the unit personality



 EN - 35 -Tristan 1189 & Morgane 1489 Manual DN41241900-A

EN

DMX512-A

		  5.2.3  Parameters

			   5.2.3.1  DMX Hold 

			   5.2.3.2  FIxture ID

				    T Selection in SETUP / DATA SETUP / FIXTURE ID  menu

				    Fixture ID can be set through web interface or RDM protocol or local control

				    Each unit can be identified by a Fixture ID number 
				    – Once defined, the Fixture ID is displayed on the Home screen.

If data not detected

Hold last values Home Value
(See section 5.3) 

Blackout

T Selection in SETUP / Data Setup / DMX HOLD  menu 

Example:
Installation with 6 units

Home screen 
information ID1 @ 101 ID2 @ 123 ID3 @ 145 ID4 @ 167 ID5 @ 189 ID6 @ 211

FIxture ID 1 2 3 4 5 6

DMX address 101 123 145 167 189 211
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		  5.2.4  DMX charts

			   5.2.4.1  Cool White version (CW)

			   5.2.4.2  Variable White version (VW)

DMX Channel Dimmer 8B
Mode 1 

Profile 16B
Mode 2

Followspot 16B
Mode 3

Followspot 16B Iris
Mode 4

1 Dimmer Dimmer Dimmer Dimmer

2 Dimmer fine Dimmer fine Dimmer fine

3 Strobe duration Master Master

4 Strobe speed Master fine Master fine

5 Response time Strobe duration Strobe duration

6 Control mode Strobe speed Strobe speed

 7 Response time Response time

8 Control mode Control mode

9 Iris

10 Iris mode

DMX Channel Dimmer 8B
Mode 1 

Profile 16B
Mode 2

Followspot 16B
Mode 3

Followspot 16B CCT Iris
Mode 4

1 Dimmer Dimmer Dimmer Dimmer

2 Dimmer fine Dimmer fine Dimmer fine

3 Strobe duration Master Master

4 Strobe speed Master fine Master fine

5 Response time Strobe duration Strobe duration

6 Control mode Strobe speed Strobe speed

 7 Response time Response time

8 Control mode Control mode

9 Iris

10 Iris mode

11 CCT

12 CCT fine

			   5.2.3.3  Terminator 

			   Mode: Auto
			   A resistor of 120R is automatically connected to terminate the DMX line as the RS485
			   standard specifies.

			   5.2.3.4  Node 

			   On sACN/ArtNet/Dual mode we have the possibility to transmit a DMX/RDM signal protocol on
			   the DMX port (Output). The selection can be done through the menu/Webpage/RDM.

			   On Dual mode (sACN/ArtRdm) the node feature is automatically selected.
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			   5.2.5.1  Strobe duration

Range min Range max Function

0 0 Strobe OFF 

1 255 Strobe ON - 1 ms T 20 ms

Range min Range max Function

0 0 470 ms (medium)

1 255 Response time: 0 s T 4 s 

Range min Range max Function

0 255 Frequency: 0,1 Hz T 10 Hz 

			   5.2.5.2  Strobe speed

			   5.2.5.3  Response time

			   5.2.5.4  Control mode*

Gamme min Gamme max Fonction

0 0 -

1 10 RDM OFF

11 20 RDM ON

21 30 Fixture Reset

31 40 Dimmer Curve Linear

41 50 Dimmer Curve Square

51 60 Not used

61 70 Not used

71 80 Not used

81 90 Not used

91 100 Not used

101 110 Cooling mode: Silent

111 120 Cooling mode: Normal 

121 130 Cooling mode: Full power

161 170 Iris local off

171 180 Iris local on

181 190 Motor reset

131 255 Not used

(*) Function activated after 5 seconds - needs to go back to zero to activate second function.
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			   5.2.5.5  Iris

			   5.2.5.6  Iris mode

			   5.2.5.7  CCT

Range min Range max Function

0 0 Iris open

0 255 Open T Closed

255 255 Iris closed

Range min Range max Function

0 9 Fast

10 19 Medium

20 29 Slow

30 39 Raw

40 255 Not used (= Fast)

Range min Range max Function

0 0 Warm white

0 255 Warm White <---> Cool White

127 127 Max output

255 255 Cool white
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			   5.2.6.1  Protocol
	 			 
				    ANSI E1.20 – 2010 / ANSI E1.37 - 1
				    For more information about RDM protocol: http://www.rdmprotocol.org/

			   5.2.6.2  Functions

VERSION
4.00

00 01 DISCOVERY_UNIQUE_BRANCH E1.20 ✔✔

00 02 DISCOVERY_MUTE E1.20 ✔✔ ✔✔

00 03 DISCOVERY_UNMUTE E1.20 ✔✔ ✔✔

00 15 COMMUNICATION_STATUS E1.20 ✔✔ ✔✔ ✔✔

00 20 QUEUED_MESSAGE E1.20 ✔✔ ✔✔

00 30 STATUS_MESSAGES E1.20 ✔✔ ✔✔

00 31 STATUS_ID_DESCRIPTION E1.20 ✔✔ ✔✔

00 32 CLEAR_STATUS_ID E1.20 ✔✔ ✔✔

00 33 QUEUED_MESSAGE_SENSOR_SUBSCRIBE E1.20-2023 ✔✔ ✔✔

00 50 SUPPORTED_PARAMETERS E1.20 ✔✔ ✔✔

00 51 PARAMETER_DESCRIPTION E1.20 ✔✔ ✔✔

00 60 DEVICE_INFO E1.20 ✔✔ ✔✔ ✔✔

00 70 PRODUCT_DETAIL_ID_LIST E1.20 ✔✔ ✔✔

00 80 DEVICE_MODEL_DESCRIPTION E1.20 ✔✔ ✔✔

00 81 MANUFACTURER_LABEL E1.20 ✔✔ ✔✔

00 82 DEVICE_LABEL E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

00 90 FACTORY_DEFAULTS E1.20 ✔✔ ✔✔ ✔✔ ✔✔

00 C0 SOFTWARE_VERSION_LABEL E1.20 ✔✔ ✔✔ ✔✔

00 C2 BOOT_SOFTWARE_VERSION_LABEL E1.20 ✔✔ ✔✔

00 E0 DMX512_PERSONALITY E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

00 E1 DMX512_PERSONALITY_DESCRIPTION E1.20 ✔✔ ✔✔

00 F0 DMX512_STARTING_ADDRESS E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

01 20 SLOT_INFO E1.20 ✔✔ ✔✔

01 21 SLOT_DESCRIPTION E1.20 ✔✔ ✔✔

02 00 SENSOR_DEFINITION E1.20 ✔✔ ✔✔

02 01 SENSOR_VALUE E1.20 ✔✔ ✔✔

03 40 DIMMER_INFO E1.37-1 ✔✔ ✔✔

03 42 MAXIMUM_LEVEL E1.37-1 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

03 43 CURVE E1.37-1 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

03 44 CURVE_DESCRIPTION E1.37-1 ✔✔ ✔✔

03 45 OUTPUT_RESPONSE_TIME E1.37-1 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

03 46 OUTPUT_RESPONSE_TIME_DESCRIPTION E1.37-1 ✔✔ ✔✔

03 47 MODULATION_FREQUENCY E1.37-1 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

03 48 MODULATION_FREQUENCY_DESCRIPTION E1.37-1 ✔✔ ✔✔

04 00 DEVICE_HOURS E1.20 ✔✔ ✔✔

04 01 LAMP_HOURS E1.20 ✔✔ ✔✔ ✔✔

05 01 DISPLAY_LEVEL E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

RDM COMPATIBILITY SULLY V2.7

DMX512 Setup

Sensors

Dimmer Settings

Power / Lamp Settings

Display Settings

PID Description
Queued_
Message

Ack_Timer

Product Information

Network Management

SetGet

Status Collection

RDM Information

Standard

http://www.rdmprotocol.org/
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SULLY
4.00

10 00 IDENTIFY_DEVICE E1.20 ✔✔ ✔✔ ✔✔ ✔✔

10 01 RESET_DEVICE E1.20 ✔✔ ✔✔ ✔✔

10 20 PERFORM_SELFTEST E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

10 21 SELF_TEST_DESCRIPTION E1.20 ✔✔

07 00 LIST_INTERFACES E1.37-2 ✔✔ ✔✔

07 01 INTERFACE_LABEL E1.37-2 ✔✔ ✔✔

07 02 INTERFACE_HARDWARE_ADRESS_TYPE1 E1.37-2 ✔✔ ✔✔

07 03 IPV4_DHCP_MODE E1.37-2 ✔✔ ✔✔ ✔✔ ✔✔

07 05 IPV4_CURRENT_ADDRESS E1.37-2 ✔✔ ✔✔ ✔✔

07 06 IPV4_STATIC_ADDRESS E1.37-2 ✔✔ ✔✔ ✔✔

07 09 INTERFACE_APPLY_CONFIGURATION E1.37-2 ✔✔ ✔✔

07 0A IPV4_DEFAULT_ROUTE E1.37-2 ✔✔ ✔✔ ✔✔ ✔✔

07 0B DNS_IPV4_NAME_SERVER E1.37-2 ✔✔ ✔✔ ✔✔ ✔✔

85 58 SELFTEST_RESULT E1.20 ✔✔ ✔✔

85 59 CURRENT_IP_ADDRESS E1.20 ✔✔ ✔✔ ✔✔

85 5A CURRENT_NETMASK E1.20 ✔✔ ✔✔ ✔✔

85 5B CURRENT_DRIVER_STATUS E1.20 ✔✔ ✔✔ ✔✔

85 5C CUSTOM_RESPONSE_TIME_DESCRIPTION E1.20 ✔✔ ✔✔

85 5D CUSTOM_RESPONSE_TIME_VALUE E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

85 60 DATA_MODE_DESCRIPTION E1.20 ✔✔ ✔✔

85 61 DATA_MODE_VALUE E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

85 62 STANDALONE_VALUE_DESCRIPTION E1.20 ✔✔ ✔✔

85 63 STANDALONE_VALUE E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

85 64 SACN_UNIVERSE_VALUE_DESCRIPTION E1.20 ✔✔ ✔✔

85 65 SACN_UNIVERSE_VALUE E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

85 66 ARTNET_UNIVERSE_VALUE_DESCRIPTION E1.20 ✔✔ ✔✔

85 67 ARTNET_UNIVERSE_VALUE E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

85 68 SERIAL_DESCRIPTION E1.20 ✔✔ ✔✔

85 69 SERIAL E1.20 ✔✔ ✔✔ ✔✔ ✔✔

85 6A DMX_HOLD_DESCRIPTION E1.20 ✔✔ ✔✔

85 6B DMX_HOLD E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

85 6C COMMAND_LOCK_DESCRIPTION E1.20 ✔✔ ✔✔

85 6D COMMAND_LOCK_VALUE E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

85 6E DRIVER_CALIBRATE_DESCRIPTION E1.20 ✔✔ ✔✔

85 6F DRIVER_CALIBRATE_VALUE E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

85 70 NODE_DESCRIPTION E1.20 ✔✔ ✔✔

85 71 NODE_VALUE E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

85 72 TERMINATOR_DESCRIPTION E1.20 ✔✔ ✔✔

85 73 TERMINATOR E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

85 74 DMX_ERROR_COUNTER_DESCRIPTION E1.20 ✔✔ ✔✔

85 75 DMX_ERROR_COUNTER E1.20 ✔✔ ✔✔ ✔✔ ✔✔ ✔✔

Set

RDMnet Management

PID Manufacturer

RDM COMPATIBILITY SULLY V2.7

PID Description
Queued_
Message

Ack_Timer

Control

Standard Get
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	 “Home values” represent a selection of values manually entered into the device via the keypad to 
	 produce a defined state.
	 These Home values can be set in the following modes:

	 Cool White version (CW)

	 Variable White version (VW)

	  If the function is not controlled by DMX, the Home value is automatically activated.

		  HTP mode between DMX, local and HOME VALUES

	 (*) Defines a standalone operating mode in the following cases:
	  - As default values when used without data		  Data mode T Protocol T Standalone
	  - As reference values following a data signal loss.	 Set up T Data set up T DMX hold T Standalone

	 5.4  Network

	 Our network stack can handle several flows of protocol at the same time.

	 Protocol always available:
	 -  Web page to set up parameters - See section 5.4.4
	 -  LLRP (Low Level Recovery Protocol) for IP network configuration - See section 5.4.5

	 A selection of Protocols dedicated to lighting:
	 -  Art-Net V4 - See section 5.4.1
	 -  sACN - See section 5.4.2
	 -  Dual: Sacn + Art-RDM (DMX512 data signal + RDM) - See section 5.4.3
	
	 From July 2024 the Robert Juliat equipment based on RJ LED2 platform is configured as follows:
	 -  DHCP (Dynamic Host Configuration Protocol - RFC1531) ON
	     T https://www.rfc-editor.org/rfc/rfc1531
	 -  Zeroconf (Zero-configuration networking – IPv4LL/APIPA – RFC3927) ON 
	     T https://www.rfc-editor.org/rfc/rfc3927

	 IP Addressing of Parameters - See section 5.1.2 
	 Default:
	 -  At startup, the device’s IP address is set to 000.000.000.000 with a subnet mask of 000.000.000.000
	 -  After connecting to the network, the device awaits the assignment of an IP address and subnet mask by 
	    the DHCP server.
	 -  If there is no DHCP server, a unique IP address and subnet mask are automatically assigned.
                                 IP : 169.254.XXX.XXX Mask : 255.255.0.0

Parameters /
control modes

DMX - Dimmer mode
Mode 1

DMX - Profile mode
Mode 2

Followspot 16B 
Mode 3

Followspot 16B Iris
Mode 4 Standalone*

Dimmer DMX DMX DMX DMX HOME VALUE  

Response time HOME VALUE DMX DMX DMX HOME VALUE

Iris HOME VALUE HOME VALUE HOME VALUE DMX HOME VALUE

Iris Mode HOME VALUE HOME VALUE HOME VALUE DMX HOME VALUE

Dimmer Master HOME VALUE HOME VALUE DMX DMX HOME VALUE 

Parameters /
control modes

DMX - Dimmer mode
Mode 1

DMX - Profile mode
Mode 2

Followspot 16B 
Mode 3

Followspot 16B CCT Iris
Mode 4 Standalone*

Dimmer DMX DMX DMX DMX HOME VALUE  

Response time HOME VALUE DMX DMX DMX HOME VALUE

CCT HOME VALUE HOME VALUE HOME VALUE DMX HOME VALUE

Iris HOME VALUE HOME VALUE HOME VALUE DMX HOME VALUE

Iris Mode HOME VALUE HOME VALUE HOME VALUE DMX HOME VALUE

Dimmer Master HOME VALUE HOME VALUE DMX DMX HOME VALUE 

https://www.rfc-editor.org/rfc/rfc1531
https://www.rfc-editor.org/rfc/rfc3927
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	 Most personal computers are configured with DHCP and Zeroconf enabled, so the IP address defaults to
	 169.254.X.X with a subnet mask of 255.255.0.0.
	 When connected to a Robert Juliat device, since the IP address/mask range are in the same class, network 
	 communication works seamlessly.
	 This configuration was chosen to make it easier for non-IT technicians.

	 Static IP:
	 It's possible to configure a static IP address, but be sure to select a unique IP address with the correct 
	 subnet mask.
	 Configuration can be done via the Web Page, RDM, LLRP, Art-Net, or locally.

	 Default IP Address:
	 When DHCP mode is OFF and no static IP address has been selected, the device will default to a Class A 
	 IP address of 2.XXX.XXX.XXX with a subnet mask of 255.0.0.0.
	 This address can be found on a label near the ID plate or by pressing the right arrow on the local control.

	 Changing the Controlling Computer's IP Address:
	 -  The IP address and subnet mask of both the fixture and the computer must be on the same network class.
	 -  The computer’s IP address must be different. 
	 -  Refer to your operating system’s support to modify IPv4 settings:
	    Change your IP address on Windows
	     T https://support.microsoft.com/en-us/windows/change-tcp-ip-settings-bd0a07af-15f5-cd6a-363f-ca2b6f391ace
	    Change your IP address on Mac
	     T https://support.apple.com/en-ae/guide/mac-help/mh14129/mac

	 Example: Using the fixture’s default IP address
	 1 - Computer IP address: 2.2.2.2 
	 2 - Computer subnet mask: 255.0.0.0 

Default Settings:
DHCP = OFF
Address = 2.XXX.XXX.XXX
Mask = 255.0.0.0

https://support.microsoft.com/en-us/windows/change-tcp-ip-settings-bd0a07af-15f5-cd6a-363f-ca2b6f391ace
https://support.apple.com/en-ae/guide/mac-help/mh14129/mac
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RDM
compatible

device

1 - If necessary, change IP settings
2 - Set Art-Net Universe
3 - Set DMX address
4 - Set personality mode (see 5.2.4. DMX chart)

Set mode through RDM 
protocol

Local controlSet mode through Web interface
(see 5.4.4 Web interface)

		  5.4.1  Art-Net remote control

			   5.4.1.1  Protocol

				    Artistic Licence Art-Net v4. 
				    For more information about Art-Net protocol: http://art-net.org.uk/

			   5.4.1.2  Configuration

http://art-net.org.uk/
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press OK 
for changing mode

PERSONALITY PERSONALITYDMX ADDI DMX ADDI

DATA MODE DATA MODE

Protocol Personality
PROTOCOL PROTOCOL

Caution:  
(*) Activate Art-Net in protocol mode beforehand.

PERSONALITY DMX ADDI

UNIVERSE

DATA MODE

DATA MODE PROTOCOL

Protocol

Enable

PROTOCOL

ENABLE

DATA MODE

Data Mode
STATUS SETUP FAC

DMX STANI

DATA MODE PROTOCOL

DMX 
SACNARTNET DUAL

Mode 
is activated

ART: NO  LINK

press OK 
to validate

press OK 
to validate

press OK 
to validate

press OK 
to validatePress OK 

to enter
DATA MODE

step 2

step 2

step 2

step 2

step 1* 

step 1* 
step 1* 

step 1* 

step 2

step 1*

STANDALON

DATA MODE PROTOCOL

ARTNET
SACN DUALARTNET

Press x2 to go back to
DATA MODE / PROTOCOL

Selection of the unit personality

press OK 
to validate press x1

on HOME
screen

ARTNET

			   5.4.1.3  Local set-up

DMX ADDRESS

ADDRESS MASK

MASK

MASK

GW

GW

GW

GW

DHCP

DHCP

DHCP MASK

IP CONFIG

DHCP

ADDRESS

ADDRESS

ADDRESS

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP-ADDRESS

IP-MASK

GATEWAY

IP CONFIG DHCP

IP Config

DHCP

Address

Mask

Gateway

192.168.000.013

255.000.000.000

002.000.000.001

press OK 
to validate

press OK 
to validate

press OK 
to validate

press OK 
to validate

press OK 
to validate

press OK 
to validate

DMX ADDRESS IP CO

DATA MODE

DMX Address
PERSONALITY

Gateway address of the unit

press OK 
to validate

press OK 
to validate

press OK 
to validate

IP address of the unit

IP-Mask address of the unit

DMX address of the unit  
from 1 to 512, cf. 5.2.2.

Selection of the unit personality, 
cf. 5.2.2.

DHCP: ON or OFF

ENABLE

DATA MODE PROTOCOL ARTNET

Universe
UNIVERSE

PROTOCOL ARTNET NET

Universe:   00001
press OK 

to validate

Selection of the Universe

OFF ON



 EN - 45 -Tristan 1189 & Morgane 1489 Manual DN41241900-A

EN

1 - If necessary, change IP settings
2 - Set sACN universe
3 - Set DMX address
4 - Set personality mode (see 5.2.4. DMX chart)

		  5.4.2  sACN remote control

			   5.4.2.1  Protocol
				  
				    ANSI E1.31 – 2009 sACN (Streaming-ACN)

			   5.4.2.2  Configuration

Set mode through Web interface
(see 5.4.4 Web interface)

Set through local control
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step 2

PERSONALITY PERSONALITYDMX ADDI DMX ADDI

DATA MODE DATA MODE

Protocol Personality
PROTOCOL PROTOCOL

Caution:  
(*) Activate sACN in protocol mode beforehand.

Press x2 to go back to
DATA MODE / PROTOCOL Selection of the unit personality

PROTOCOL UNIVERSESACN

Universe:   00001
press OK 

to validate

Selection of the Universe

press OK 
for changing mode

PERSONALITY DMX ADDI

UNIVERSE

DATA MODE

PROTOCOL

Protocol

Enable

PROTOCOL

ENABLE

ENABLE

DATA MODE

Data Mode
STATUS SETUP FAC

Mode 
is activated

press OK 
to validate

press OK 
to validate

press OK 
to validatePress OK 

to enter
DATA MODE

step 2

step 2

step 1* 

step 1* 

step 1* 

step 1*

PROTOCOL SACN

Universe
UNIVERSE

press OK 
to validate press x2

SACN

			   5.4.2.3  Local set-up

DMX STANI

DATA MODE PROTOCOL

DMX 
SACNARTNET DUAL

SACN STANDALONE

DATA MODE PROTOCOL

SACN
DUAL

DMX ADDRESS

ADDRESS MASK

MASK

MASK

GW

GW

GW

GW

DHCP

DHCP

DHCP MASK

IP CONFIG

DHCP

ADDRESS

ADDRESS

ADDRESS

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP-ADDRESS

IP-MASK

GATEWAY

IP CONFIG DHCP

IP Config

DHCP

Address

Mask

Gateway

192.168.000.013

255.000.000.000

002.000.000.001

press OK 
to validate

press OK 
to validate

press OK 
to validate

press OK 
to validate

press OK 
to validate

press OK 
to validate

press OK 
to validate

DMX ADDRESS IP CO

DATA MODE

DMX Address
PERSONALITY

Gateway address of the unit

press OK 
to validate

press OK 
to validate

press OK 
to validate

IP address of the unit

IP-Mask address of the unit

DMX address of the unit  
from 1 to 512, cf. 5.2.2.

Selection of the unit personality, 
cf. 5.2.2.

DHCP: ON or OFF

OFF ON

SACN: NO  LINK

on HOME
screen
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			   5.4.3.1  Protocol

					     Dual Mode: Available only on an Ethernet network

			   It allows to send a DMX 512 signal through a sACN data stream and at the same time to use an 
			   Artnet/ArtRdm data stream to control, set and monitor the equipment via RDM.

			   This mode can be set by Web interface or the local control screen.

			   5.4.3.2  Configuration

1 - If necessary, change IP settings
2 - Set DUAL universe
3 - Set DMX address
4 - Set personality mode (see 5.2.4. DMX chart)

Set mode through Web interface
(see 5.4.4 Web interface)

Set through local control
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Caution:  
(*) Activate DUAL in protocol mode beforehand.

step 2

PERSONALITY PERSONALITYDMX ADDI DMX ADDI

DATA MODE DATA MODE

Protocol Personality
PROTOCOL PROTOCOL

Selection of the unit personality

PROTOCOL DUAL

Universe:   00001
press OK 

to validate

Selection of the Universe

press OK 
for changing mode

PERSONALITY DMX ADDI

UNIVERSE

DATA MODE

PROTOCOL

Protocol

Enable

PROTOCOL

ENABLE

ENABLE

DATA MODE

Data Mode
STATUS SETUP FAC

Mode 
is activated

press OK 
to validate

press OK 
to validatePress OK 

to enter
DATA MODE

step 2

step 2

step 1* 

step 1* 

step 1* 

step 1*

PROTOCOL DUAL

Universe
UNIVERSE

press OK 
to validate

press x3

DUAL

Press x2 to go back to
DATA MODE / PROTOCOL

DMX STANI

DATA MODE PROTOCOL

DMX 
SACNARTNET DUAL

DUAL(SACN/ARTNET)
SACN STANDALONE

DATA MODE PROTOCOL

DUAL

press OK 
to validate

UNIVERSE

DMX ADDRESS

ADDRESS MASK

MASK

MASK

GW

GW

GW

GW

DHCP

DHCP

DHCP MASK

IP CONFIG

DHCP

ADDRESS

ADDRESS

ADDRESS

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

DATA MODE

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP CONFIG

IP-ADDRESS

IP-MASK

GATEWAY

IP CONFIG DHCP

IP Config

DHCP

Address

Mask

Gateway

192.168.000.013

255.000.000.000

002.000.000.001

press OK 
to validate

press OK 
to validate

press OK 
to validate

press OK 
to validate

press OK 
to validate

press OK 
to validate

DMX ADDRESS IP CO

DATA MODE

DMX Address
PERSONALITY

Gateway address of the unit

press OK 
to validate

press OK 
to validate

press OK 
to validate

IP address of the unit

IP-Mask address of the unit

DMX address of the unit  
from 1 to 512, cf. 5.2.2.

Selection of the unit personality, 
cf. 5.2.2.

DHCP: ON or OFF

OFF ON

DUAL: NO  LINK

on HOME
screen
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Or

RDM
compatible

device

test report: Fail P=Pass F=Fail

fans   P pow   P temp P dmxi  P

dmxo F net     F drv     P

	 6.5  Factory defaults
		  	 	

Set to factory defaults / 
reset through web interface

(Home page)

Set to factory defaults / 
reset through RDM protocol

Set to factory defaults / 
reset through local control

Press OK 
to start

SELFTEST

SELFTEST

STATUS

SELFTEST
SYSTEM ID DEVICE COU

	 6.6  Selftest
				  
		   	 Select SELFTEST in the STATUS menu :

At the end of each test, a PASS/FAIL message will be 
displayed.
If the DMX and network functions need to be tested, the 
system will prompt you to perform certain operations.

Test Report
An “F” (FAIL) or “P” (PASS) will be displayed at the end of the 
self-test (SELFTEST).

If the problem persists, please take a photo of the test result 
and send it either to your Robert Juliat dealer or to the 
Robert Juliat After-Sales Service, if requested 
(email:  service@robertjuliat.fr)

Select FACTORY DEFAULT 
in the main menu to reset 
all values and parametres

mailto:service%40robertjuliat.fr?subject=Robert%20Juliat%20-%20SELFTEST
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